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Abstract

Carbon Nanotubes (CNTs) haveebestudiedor the past two decadasd their research
continues with new commercial and practical purposes. The structure of carbon and the many
shapes it can form makes it an extremely versatile material. The study of very small structures of
carbon poses difficults in accurate description; hence many specialized ways have become
standard to measure CNT properties. There are also many different ways of growing CNTSs,
which can lead to better performance, characteristics and ii@warities In thisthesis | study
thefield emission propertiesf CNTs and conwhieduotded masiimgc CNMS
Different pattern densities, sputtering durations, curing times, and vamnuohitions that are
critical in fabrication of CNTsre further examined. In this paper, wd study field emission
properties. Randomly aligned Multi Walled Carbon Nanotubes (MWCNTS) are perceived as
being the favoritéypes inindustrialfabricationmethod producing CNTs. This is the facilitator
of field emissions in the following devic€he Carbon nanotube device is formed in multiple
stages. Th&MWCNTs are grown with a pattern on a silicon wafer. The wafer is cut in smaller
sizes and then with a metal perform the small section of the wafer with CNTs on is bonded to a
ceramic package. A madttop plate is placed on the ceramic package and a gap is formed
between the metal top and the MWCNTS. Then the entire assembly is permanently vacuumed
sealed. Once assembled, a biased voltage is applied between the bottom and top metal plates. An
electrale collects the emitted electrainem the CNTSs tipsthrough the vacuum. THanal

assembledievice is a small vacuum tube diode
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Chapter 1
Introduction

The Element Carbon

Graphite and diamond are the two main allotropic forms of bulk carbon. Fullerenes and
carbon nanotubes constitute other allotropic forms. Carbon consists of layers (trigonally bonded)
in which the carbon atoms are arranged in a honeycomb network. Distances between carbon
atoms give different properties of the carbon allotropes. Such properties include, but not limited
to: atomic density, specific heat, conductivity, compressibility, Bag glectron mobility, hole
mobility, resistivity, dielectric constant, dielectric breakdown, refractive index, defects, melting
point, breaking strength (youngds modul us),
including the following: Carbon fibersarbon nanotubes (CNTSs), carbon blacks, carbynes,
carbolites, amorphous carbon, porous carbon, liquid carbon, graphite intercalation compounds,
diamond, cage hydrocarbon molecules, metedidoohedrenes, and numerous carbon fullerenes.
(A basic form buckyall or Buckminsterfullerene icosahedral molecolg,.)

Metal vs. Semiconducting Properties of CNTs

Examined in a solid state physics there are 3 basic types of materials. The first being no
band gap where the valence band of electrons and the conduction band are overlapping. The next

type has a small sized band gap (Si a typical semiconductor has gapaoidl.12eV) where the

conduction and valence band of electrons are completely separated. The last main type has a very

large band gap between the valence and conduction bands. The valence band is the first filled



energy level and the conduction banthis last filled energy level. Intrinsic elements have a

Fermi level in the middle of the band gap. N type material has a bias to bring electrons to the

conduction band and a P type has a bias to have electrons stay near the valence band.

Metals Insulators
Semiconductor

Conduction Band

Conduction Band Conduction Band
E|
:
Valence Band

Valence Band Valence Band

‘ Energy ‘ Energy

Conduction Band

Valence Band

Figurell (t op) Semiconductor band structure.
vectors with fermi level.

(bott

CNTs work more on a quantum mechanical level in which the electronic energy varies

with its wavevector (ector in an envelope function). [1] AccorditgPeng [2] a

generalization to defining metal is a nanotube with a diameter less than .5nm. To characterize

CNTs accurately the following properties need defining; diameter, curvature (armchair or
zigzag), low density funain (LDF), density of states [@5), the graphene sheet model (GSM),
and the dispersion relations of tubes in the vicinity of the Fermi Irgeln electron in
graphene is equivalent to a massless neutrino in two dimensions, and graphene therefore

effectively realizes a system of ralastic particles moving with light velocity. The actual

velocity of an electron in graphene is equivalent to about 1/300 of the velocity of light. Graphite

is a semimetal that just barely conducts; only a few electrons can pass at one time to the

conducion state. Varying some factors such as increasing the diameter of a carbon nanotube can



greatly impact its conduction properties. [3] When a finite band gap between the occupied states
is known the material is a semiconductor but when there is infirsite&ll amount of space then

carbon is now known as a metallic substance. These metallic carbon tubes become excellent field
emitters.

CNT Classifications

Carbon Nanotubes (CNTSs) are broadly classified into 3 categories; Single Walled Carbon
Nanotubes (SWCNS), Double Walled Carbon Nanotubes (DWCNTSs) and Multi Walled
Carbon Nanotubes (MWCNTS). Each category has its own unique characteristics and grown
using different methods. A CNT has many varying parameters which include but are not limited
to; tube diameteand wall thickness, tube length, number of layers on each tube, tip or root
growth, tube density, and the type of helical pattern. In this Thesis, | synthesized and studied
randomly grown MWCNTSs. Therefore when referring to carbon nanotubes, it steould b
understood that the samples are all MWCNTS.

Synthesis of CNTs

There are many different methods to synthesize carbon nancanblesnly the most
commonly used few methods are cited in this Thesis. The final produced CNT samples used in
this thesis werereated with the use of CVD.

Arc discharge

Arc dischargas the first method for producing CNTBhe materials needed to do this
process are two graphite electrodes, a power source2B\l2nd 50120A, an inert gas with a
vacuum chamber to contairetlelectrical arc. The test procedure involves the user to put the
graphite electrodes into a vacuum chamber, bring down the pressure betwd®Q @6rr, fill

the chamber with an inert gas and produce electrical arcs between the graphite electrodes. This



process produces MWCNTSs. [4] lijima produced SWCNTs with a Fe:C anode in a methane:
argon environment.[4] Bethune used a Co:C anode and He environment to produce SWCNTSs.
[5] Tailoring the diameter is directly linked to the gas mixtures. [6] The gas peesifected the
yield amount of CNTSs. [6]

Laser Ablation M ethod

The laser ablation methgaroduced samples of CNTs by the Smalley group. This group
used a 2.5% Co 98.5% graphite target to grow CNTs. The target is placed in a 1200°C quartz
tube furnaceThe pressure is monitored at 500 torr with an inert gas of either He or Ar as the
background gas. A continuous laser pulse from one end of the quarts tube reached the other end.
The target catalyzes the growth of the CNTs. This method is used over tisckarge for a
broader diameter range of the CNTs. The range varies betwkénr. [4]

Chemical (Thermal) Vapor Deposition (CVD)

CVD involves the process of gaseous carbon that flows over transition metal particles at
temperatures between 5001200°C at varying pressures of atmospheric, low pressure or
ultralow vacuum pressures. This process can produce gram quantity bulk formatturbean
SWCNTs, MWCNTSs, and vertically aligned MWCNTSs in high atomic quality and high
percentage yield. CVD growth is usually separated into 3 separate ordering schemes: growth
mechanics, carbon gasses, and catalysts. [4]. In this Thesis, | used a @¢Dmakthod to

synthesize CNTs used in the experiments.
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Figure 1.2CNT production methods. (left) arc discharge. (middle) laser ablation. (right) #VD.

Microwave Plasma Enhanced CVD (MPECVD)

MPECVD s a technique to produce bulk (on a wafer betwéi7.5cm diameter)
vertically aligned low temperature (under 500°K), low presswZ0(b6rr) and good control of
many growth parameters, except diameter. This source can produce vertically aligned MWCNTs
and SWCNTSs by the use of plasma produced by micresvdMethane and ammonia are the
most common gasses used to introduce carbon to the CNT mixtures.

Plasma Enhanced CVD (PECVD) (or Plasma Assisted CVD)

PECVDuses a heated substrate (508W°C) in a carbon gaseous mixture at 500mTorr
with a plasma coil sometimes in conjunction with an external magnetic field or hot filament. The
plasma is used to help breakdown the carbon gasses into reactive carbon 3pectesbon
gasses commonly used are Methane, Benzene, Methanol, Ethylene, Acetylene and reactive
carbon gases such as GH, The CNTs are grown during a vapor phase and this allows more
variance in the usable substrates.

Notable Properties of CNTs

Most common features of Carbon Nanotubes include the following; structural, thermal,

chemical, el ectrical, optical, and physical



as stiff as diamond and the estimated tensile strength is more than &th@étef steel wire
with the same weight. It has even been sugges
el evat or 0 w-lpispade cabls. CMdTs areable to withstand regular temperatures well
into the 100s°C and keeping good switchgegformance. The hole thermopower (Hall effect) is
used to relate thermoelectric effects with the density of states (DOS). Where the parameters are k
is thermal conductivity, T is temperature (measured in Kelvin), Density of states with respect to
Energy,whereg; is the density of states per unit volume.
y(ER= 5 )

2

V= Ae ~Q;Y (O5"YOp)
3 Q

o [T

Thermoelectric efficiency ZT where % [7]

ZT enhancement is strongly correlated to an inverse proportion of electric conductivity and
thermal conductivity. ZT plays a role in electron transport. Chemical interests in CNTs are
centered on how they oxidize (gas or liquid phases) and how they idagageous mixtures.

The covalent coupling with these mixtures can result in changing properties in CNTs. Such
properties include the solubility, which dramatically reduce or grow the physical properties.
(CNTs bonding with Aniline will increase the abgtion rate. [8]) These chemical reactions are
amazing because they can bond chemically inert carbon to many different molecules. Electrical
properties of interest are its electrical conductivity, field emission, small size, and use in high
frequencies. Depeling on mostly chirality the electronic properties can either act like a
semiconductor or metal. By placing electrodes at different parts of the CNT, the resistivity was
measured to be on the orderléf 4 g -cm at 27°C. The current density that was aciiie was

10 76/ ¢ 2 but should be able to sustain much higher densities on the ort@r¥%6/ cir 2



[9]. With defects, a single CNT fiber can act like a transistor or a rectifier. These devices have

been known to function at 10GHz. [10] Because ofrtblearp points (either open or closed

tipped) the field emissions of CNTs are able to tunnel from the tip into a vacuum under strong
applications of electric fields. [11] The optical properties are closely tied to the quantum level of
physics andtensorcec ul ati ons. The most wuseful quantitie
dielectric displacemen), Electric field €) and the polarizatior. The biggest hampering

factor faced by CNTSs in optics is the bundling of fibers. This factor is responsgilae fo

completely different absorption spectra and fluorescence. [11] Physical properties usually

include the length, diameter and density of CNTs. Other physical properties including

persistency, stiffness, and ruggedness can be unfurled by finding thet cbiral form.

Bonding structures for the 0 and °~ angles cre

Measurement Standards and Techniques for CNTs

In the thesis researgclve used SEM, profilometer, and Raman Spectroscopy to
characterize CNT samples

Scanning Electron Microscope (SEM)

The Scanning Electron Microscope (SESIa device that uses a beam of back scattered
electrons to create an image. The electrons interact with atoms and create an image resolution of
the sample from the vibrationstiresolution to a nanometer. Higher vibrations appear whiter
and lower vibrations appear darker. In certain circumstances colored SEM images are available
with the help of a color look table. Energy beams from the electrons have an energy value
usually béween fractions of a few keV to 50keV. [12] The magnification is not controlled by
power but rather by the current produced by the electrons. The scanning coils or the voltage

applied to the deflector plates cause a magnification as high as several hhodsedid times in



magnification. Composition determination of several materials can be accomplished by using
SEM. Biological, semiconducting, optical, and other material samples can be studies in a SEM.
Most SEM devices coat the sample with a fine layeyotd before inserted into a vacuum. Other
techniques have been used to observe living samples and ones with high humidity.

Atomic Force Microscopy (AFM)

The Atomic Force Microscopy (AFM)ses a cantilever, tip, piezoelectric element, a
detector and a nvable stage, and can take images up to fractions of a nanometer. There are 2
main types of AFM measurements namely tapping and tip oscillation (noncontact). The tapping
mechanism uses the tip to measure out the peaks and troughs of the contours c#.a Boefac
oscillating feature measures the electrostatic forces or VanDerWalls forces very close to a
surface to get a topographical measurement. [4]

Electron Energy Loss Spectroscopy (EELS)

The Electron Energy Loss Spectroscopy (EELSSs the energy lospectra beteen
empty and pea pod nanotulfedere pea pod is described as a hetrostructure; encapsulated
fullerenes inside a nanotub&his method details the optical and electronic properties. The
emission spectra is measured and can be calibratediméee of eV and 10, T ooexci
diffraction is applied to determine the crystalline structure of the pea pod hetrostructures. [4] X
ray spectroscopy often used to determine the density of states.

Raman Spectroscopy

Raman Spectroscopy a techrjue used to measure charge transfer. Graphs are usually
measured in energy (eV) versus distance (1/cm). Raman Spectroscopy is different than typical IR
scattering because it can measure the resonance frequencies of materials. The laser light interacts

with molecular vibrations, phonons or other excitations in the system, resulting in the energy of



the laser photons being shifted up or down. Raman bands arise from an oscillating dipole caused
by light waves interacting with the polarizability ellipsoid ofiarating molecule. [13]

Transmission Electron Microscopy (TEM)

Transmission Electron Microscopy (TENMivolves a beam of electrons going through
thin objects interacting with in the substance as it exits. This equipment uses the de Broglie
wavelength texamine the atomic structure of the substance. Bragg scattering is also considered
to determine the morphology, find defects and analyze the crystal structure. [12]
Profileometer

A prifileometeris a calibrated device that measures the height of surfameorigin.
Destructive testing is performed during this procedure. The tip of the profilometer is dragged
along a specified region in a straight line. The screen can show microscopic topology; bumps,
craters and flat areas. Once complete with the tiggiing a screen shot is shown. If the tip was
dragged over a bump or a valley then it will be seen along with measurements pertaining to
height or valley. One area for improvement, is that the object under test needs to be fastened to a
hard surface and thig will not measure above certain heights without dragging the object under
test.

Electron Spin Resonance (ESR)

An Electron Spin Resonance (ESRRa device that measures materials with unpaired
electrons. Using the Zeeman effect, the magnetic momdrtharspin quantum numbers can be
defined for a particular metallic or organic sample. ESR measurements are made with
microwaves between the frequencies-df®®GHz and with magnetic fields in the region of
0.35T; thereby producing a spectral graph asatfon of magnetic field strength (Gauss) and

the frequency (GHz). [11] This graph can reveal the resonant frequency. The microwaves are



usually defined with a small pulse in duration of nanoseconds and used to control the spin
characteristics.

Four Point Probe Measurement or Vander Paws

Four Point Probe Measurement (or Vander Pasva)technique for examining PCB
designs, micrometer device parameters and structures with different materials. This technique
measures: resistivity, doping type, charge cadensity and the mobility of the majority and
minority carrier. 4 criteria must be met in order to use the Vander Paw instrumentation. The
shape must be flat, homogeneous, with uniform thickness. There cannot be isolated pits in the
sample for test. The@a under test must be at least an order of magnitude less than the entire
sample. Certain characteristics can be taken; voltage, current, resistivity, conductivity, and Hall
parameters.

Useful Applications

CNTs used in high frequency electronics, sumedactivity, transistors, and sensors.
High frequency electronics are created by a few processes but electrophoresis if small amounts
of CNTs at a time can build small interconnects between electrodes measuring a few
micrometers long with a very small diater. An electrical current is directed through the CNT
and the device will resonate at frequencies tested into the 60GHz and theoretically detected in
the THz range [10]. Super conductivity of nanotubes has been studied. The length, diameter, and
doping pay an important role in super conductivity. Longer CNTs lead to super conductivity.
Skinnier CNTSs also lead to more super conductivity. High magnetic fields and high temperatures
impair super conductivity [14]. CNTs have been used as materials in smathitsistors [10,
14]. They are used as very thin layer barriers for NPN junctions. CNT sensors have many

applications because of their size, strength

1C



good candidates for sensors because of their alali¢tect specific chemical elements and their
ability to repel water. Bio Sensors differ in orientation in their electrical chemical formula. CNT
Oxidase Based Bio sensors include GOx,HRP, trosinase, laccase, asccase, and ascorbate. CNT
Mechanical compost have many science fictional applications that one day may become

reality. With the help of metal stinting, plasma spraying, thermal pressing, laser dispersion and
electronic deposition we may be able to see a series of ropes fitted with CNTs topead shi

low earth orbit. The ability to make high strength wearable materials is also a strong possibility.
The most creative of all material composites is the strengthening of biological cells to prevent

cancerous attacks.
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Chapter 2
Fabrication of @rbon Nanaibes (CNTS)
2.1 Preparing Wafer Substrates in a Clean Room
All semiconductor fabrication procedures were perforimem 2,800 sf., class 90

clean room. Users need to wedrumny suit. (As seen in figure 2.1

Figure 2.1 Yellow lighted lab used to preserve photoresist, align masks, use microscopes and
cure wafers. Lab workefsot shown)wvear bunny suits to keep particulates out of the air to keep
effective PPM.

Stepl

Start with an entire N or P type wafer with a cartcation in the order af0?° atoms per
centimeter cubed. The substrate has a polished and unpolished side. The wafer has an orientation

of <100>. (See figure 2.3 for a top and side view)

12



Figure 2.2 A typical data sheet attached to the package oféders. These wafers are bought
from Silicon Quest International.

N-Type

<100> Primary
Secondary Flat
Flat

Primary
Flat

P-type <100=>
Secondary Flat

Figure 2.3Substrate orientation for N or P type wafers
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Step?2

Cleaningthe Silicon wafer: depending on the length that the wafer is exposed to the
outside air, wafer surface is oxidized and collects particulates. That may make the wafer
unusable. Silicon wafers, if not used need to be stores in a vacuum sealed containeal A typic

deep cleaning technique is mandatory for use before any fabrication process shown in table 2.

‘ @)

Figure 2.4 (left) A wafer storage during a distilled water washing process. (right) A maching to
wash wafers.

If the wafers are not required to be rigosly cleaned it is commonly practiced to do step B, C
and D of the RCA cleaning procedures. Then before applying the photoresist a dehydration bake

the wafer to 120eC for 20 minutes and HMDS v

14



Table 2.1A deep cleaning with an RCA bath.

Silicon RCA Wafer Cleaning Procedure

A. Solvent Removal

1. Immerse in boiling trichloroethylene (TCE) for 3 min.
2. Immerse in boiling acetone for 3 min.

3. Immerse in boiling methyl alcohol for 3 min.

4. Wash in DI watefor 3 min.

B. Removal of Residual Organic/lonic Contamination
1. Immerse in a (5:1:1) solution of HAIH40H-H202; heat
solution to 7580 °C and hold for 10 min.

2. Quench the solution under running DI water for 1 min.

C. Hydrous Oxide Removal
1. Immerse in a (1:50) solution of HF20 for 15 sec.

2. Wash in running DI water with agitation for 30 sec.

D. Heavy Metal Clean

1. Immerse in a (6:1:1) solution of H2@CI-H202 for 10 min.
at a temperature of 780 °C.

2. Quench the solution under runnidgwater for 1 min.

3. Wash in running DI water for 20 min.

15




Step3

Place the wafer on theEE 100 spinner (seen in figure 2.Bpply photoresist with a
pipette to the middle of the wafer until ¥ of the wafer is covered. The color of the photoresist is
uswally a dark redThevelocity and duration of the spin determingge thickness of the
photoresisf15]. Once the photoresist is applied to the proper thicknessdlfer is heatefbr 1

minute(baking stage)

Figure 2.5 (left) Device to apply photoresist with a wafer already loaded. (right) After the wafer
is coated with photoresist the wafer is cured.

Step 4

Mask alignment uses théarl Suss Mask Aligner, (See figure 2.@hich performs high
resolution photolithograpy. It offers unsurpassed flexibility in the handling of irregularly shaped
substrates of differing thickness, as well as
masks System and it can be operated manually. All contposere programs (eaum, hard
andsoft contactand proximity) are provided to print structures far into the submicron region. X

and Y- shift are below 0.1um and are not detectable by optical means. Wafers and substrates up
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to 6 mm thick may be processed. The system igppgdi with a HgXe vapor lamp. The MA6

has upgraded optics designed to output in theWWMd250nm) range. The lamp is controlled by

a CIC 100 constant intensity controller capable of deliveringsmslectable UV doses which

remain stable during the lifd the lamp. Optical sensors monitor the UV output dose and

provide feedback to the controller. There are 2 selectable channels. Both channels operate the

| amp near iits #fAidle powero (475W) to maxi mize

intensty mode, the actual power will vary over time as the lamp ages.

Figure 2.6 The mask alignment system.

The wafer is vacuum sealed in the alignment system. The user checks the initial
alignment in the monitor and adjusts the mask and the wafer. Once aligned the user hits the

exposure button. The exposure time (high intensity UV light is shined onto thg isadarthe
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range of seconds. The exposure time should not be delayed more than 12 houtbdefore
development bath. The negative mask is shown in figuréfBe7UV light shines through the

holes removing the photoresist.

Figure 2.7 Mask on step 4The experiment either used holes or rectangle shapes.

After the alignment the development bath is prepared for a 1 minute 3:1 H2O developer.
The wafer is then rinsed in DI water and shaken gently then blown dry with a pressurized filtered
air nozzle. Theomposition of the solution is 3 parts by volume DI water than 1 part volume AZ

400K solution. (150ml DI water and 50ml AZ 400K solution)
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Figure 2.8 Area to obtain DI water from the faucet and dispose of AZ 400K solution

A ERBEEE - Photoresist

-«— Rough side

Figure 2.9 Statusof the wafer after step. 4

Step 5

A hard bake is set tb 2 0 fore2@ minutes. Thiiardens the resist and improves the
adhesion to the substrate. This stem improves the resistance of the photoresist to etchants.

Plasma Descum with Q8 applied for 15second§he Plasma Descum has a mechanized arm
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and programmed to takecartain slot wafer and bakes it. Table 3 summarizes wafer preparation.

Table2.3has a list of chemicals.

Figure 2.10 Plasma Descum furnace.

Cut Openings for Contacts

Dehydration B ake
Time 20 min
Temp 120°C

HIMDS application
Time S min

Photoresist application

Spin speed 3000 1 pm
Spin time 30 sec
Softbake

temperature 105°C
tirmne 1 min

Photoresist exposure

Iask used No.3
Exposure time 10 sec
Photoresist develop
Developer AZ400K
tirne 40 sec
Dlrnse 60 sec
N2 dry -

Plastra Descum
Initial Pressure (873

Time 15 sec

Oxide Etch

Etchant Used BOE 6:1
Temperature room tenperature
Time 1.5 min

Table 22 Table to create a masked silicon wafer after a HF soak, DI bath, oxidation and H
treatment. BOE is used after the DC sputtering, annealing and CVD procedure is complete.

20

MDS



Table 2.3A table of chemicals used for wafer preparation. HMDS, Sul#xcid, Hydrochloric
Acid, AZP4620 Photoresist, AZ400K developer, Methanol and Acetone. Not shown are the HF,
ammonia hydroxide, batch of BOE, and TCE. Please be careful around these chemicals.
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2.2 DC SputteringDeposition of Catalyst Material ontoSubstrate

Simplified DC Sputtering
Chamber

: Pressure Overflow

Port Hole
O |

Gasket

&

Gas Tubes /
L Controlers and
valves

Figure 2.11 A simplified DC sputtering chamber example and real picture.

Sputtering Chamber Setup

Sputtering deposition is a method to form
vapor deposition method where plasma is formed BYC or RF power and the ionized atoms
sputters target material. In the meantime the wafer is placed some distance from the target
material and cooled so theta the atoms releas
the wafer surface. For thprocess a vacuum chamber with pressure control, DC or RF power
source to generate plasma, and a selected target material is needed.
Step 1

The inside of the DC sputtering chamber must be free of debris from the last sputtering.
A new sample (target) muke loaded into the chamber. The target is placed on a strong

electromagnet called a magnetron. Below the sample on the magnetron is a disk with a small
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hole. The chamber is brought down and a tight seal is made between the platform and the

chamber. The @ssue is reduced until 16 “torr [16].

Figure 2.12 (left) A disk where the sample sits with an adhesive. (We used a silvel) paste
small hole is drilled out so a gas can bombard atoms off the sample (middle left) which is placed
on the magnetrofmiddle right) the substrate (right) prepared in the cleanroom.

Step 2

A MDX 1.5K Advanced Energy high power plasma generator warms up and ramps up to
a high voltage and current. A gas is fed into the vacuum chamber. Our testing uses Argon in a
constantly controlled proportion to flow next to the magnetron, sample and disk. The argon gas
erodes the metal atoms off the target piece of metal onto the substrate. Depending on the
duration of sputtering metal atoms onto the substrate, the distantéhisubstrate and sample,
the amount of argon used to transport the metal, pressure and the power from the plasma
generator a thickness of metal form is permanently bonded to the surface of the substrate with
photoresist and negative shaped patternsinDwwputtering measurements are taken. These
measurements consist of the current, voltage, controller wattage, pressure of the chamber,

amount of Ar gas used as transport, and the wafel{iyfje
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Time (seconds) Power (Watts) Voltage (Volts) | Current(Amps)
0 seconds 40 wats 367 volts .07 amps
30 seconds 60 watts 380 volts .12 amps
60 seconds 80 watts 386 volts .17 amps
90 seconds 100 watts 393 volts .22 amps
120 seconds Open the protective
plate
XYz for sputtering
seconds process

Table 2.4 The duration of deposited material, power, pressure, material, substrate type, a
more information is kept in a log book format [16].

2.3 Annealing Substrate with Depositec€Catalyst Material

Once thesputtering step is completed, a short agitated bath of acetone removes the
photoresist and leaves shapes of deposited metal from the DC sputtering step. The acetone bath
must be repeated several times with an agitated acetone bath, rinsing with metthaimehan
another rinsing with DI water. Once the wafer is completely cleaned, filtered pressurized air
removes moisture. Verification of the work completed during cleaning is checked with a
microscope. In this thesis we annealed the substrates within oget plate at 200°C at
varying times [13]. Annealing is important in two ways. One is to eliminate oxidation of the
metallic surface and the second is to form nucleation of metallic catalyst seeds to grow CNTs in
CVD furnace. A better way of annealingusing a SST machine with the ability to remove
atmosphere and particulates with heating elements. The preventing of oxidation to the carbon

nanotubes eliminates most holes in the nanotubes and clustered particulates. Different annealing
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times were also copared to emission data (see chapter 4, figure 4.3). Once the annealing step is

completed a CVD process starts.

Figure 2.13 Annealing process alternatives. (left) A SST vacuum chamber with the addition of
heating elements can cure substrates withouhttiesion of particulates. (right) A hot plate with
the sputtered and shiny side away from the hot plate.

2.4 Chemical Vapor DepositionfCVD) Process
The annealed substrate is loaded onto a quartz plate (boat). The quartz boat will
sometimes havealipo hel p keep the substrate from fall.@i
needs to be carefully crafted. When the lip is too big, then it will block the laminar flow of
reactive gases. We used acetylene 75ccm in our experiment is reactive and argon 22ccm is
transport gas. The pressure is calibrated along with the flow rate of gas and the temperature zone
positions. The quarts plate with the substrate is placed into the tube and sealed. An amount of
time varied for experimentation but the average time wasnar 30minutes at 705°C with .0013

torr of pressure.
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Figure 2.14 (left) controllers to control the temperature within the CVD. (middle) The metal
tube cl amped with a quarts O6boaté to hol
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Chagper 3
Packaging and Making of a CNT Diode

3.1 CNT Vacuum DiodeDiagram and Associated Properties

In a vacuum tube, electric current is carried only by electrons moving through the
evacuated region (on the orded ° torr or lesswithout many collisions). The electrons in a
tube are produced, literally, by boiling (70A000C)them off of the hot filament.[]8At this
temperature, the average thermal energy of the electrons in the filament is larger than the
electron binding eneyg thus electrons are released from the filament. The binding energy will
depend on th&lament material

The filament will produce a slight amounteléctricalnoise. In high quality low noise
amplifiers, the filaments are usually heated with DC cuitteuns requiring a secondary DC
power supply. Vacuum tubes only have 1 noise parameter below the microwave region. Usually
the efective input noise resistanc¥, of the tube is used to specify the noise gendnaithin
the tube according t@;-¢4KTBR, 0;o= "Gk ; whereFuthe effective noise at the input of the

tube is Fus is the tube noise at the output and G is the power gain of th§l®jbe
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Tnputto Amp. Input to Ammp.

Notseless Ammp. Noiseless Amp.

Figure 3.1 Transistor amplifier and source equivalent circuit (left), vacuum tube (right).

The vacum tube diode consistsf two electrodes insalthe evacuated envelopéel
cahode which ighe filament wire plus oxide surface which entiits electrons and the anode
platecollects the electrons [20For most vacuum tube diodes, the plateenirincreases almost
linearly as the voltage difference between the anode and the cathode. A tube will also pass some
current even when the plate cathode voltage is zero, because some of the electrons boiled off the
cathode will have sufficient energy teach the plate.

When the vacuum tube is compared to a Ge diode the turn on voltage between the p and
the n side of the junction is about 0.30 volts regardless of the conducting current in a range of
1.0mA to 0.1A. Si diodes turn on at about 0.7 volts #msl quantity is good for several hundred
milliamps.[21] The vacuum diode turn on voltage is significantly higher. Since the vacuum
diode is designed to withstand high voltages (in the range of 500Volts, but small current) the
spacing between the cathoaled anode must be bigger (to prevent breakdown), thus weakening
the electric field.

The use of the vacuum tube diode is essentially the same as the semiconductor diodes.

The basic principle of the diode is that it conducts current only in one dire@indywhen the
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plate is positive in voltage with respect to the cathodevacuum diodand only when the-p

type material is positive with respect to the n type material in semiconductor diodes will the
element carry current. Unlike the semiconductoddithe vacuum tube rectifier diode needs a
secondary transformer winding to heat the filaments. LC filters in vacuum diodes are needed to
reduce AC ripple, instead of a RC fil{f@9]. If the circuit is interrupted suddenly in either case

the vacuum tubwiill take the tansient surge; the material, junctions, and funatidinbe

destroyed.
Direction cathode
of flow Illl”l
Hot Positive .' A plate plate
Filament plate T (e
il i ! (anode)
| |
i
o e
ol 3
EER
ek
R
R filament
filament cathode
4 wire
K
Sl e l | ITJ (@) construction (b) schematic symbol
Figure 3.2(Left) Physical Representation of vacuum tube. (Right) construction and syfr#jo].
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Figure 3.3Vacuum tube power diode implementations malf waveand full wave rectifiers.
[19]

3.2 CNT Diode Assembly and Operating Characteristics

The diode is fabricated with particular attention to make a metallic bond to a ceramic
back plate. The samples@NTs grown on silicon substrate are cut either with a metal tong or a
saw. The saw option is less preferred because of particulates generated during the cutting
process. There are some creative ways to counteract particulates; such as taping a protective
metal case with sealed top to the top of the CNT shape area. The finished piece (the CNTs
sample) is around a 1cm square. Although in this thesis we used-typé and ptype
substrates to grow CNTSs the thickness of the sample in this packaging cditfigig®.8mm P

type silicon.
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Figure 3.4 (top left) thin conductivesputtered metal on the back of the MWCNT shaped
substrate. (topight) protective casing for the CNTgroduced with plasma etcher. (bottom)left
finished cut squares withatterns used in the MWCNT vacuum tube diode. (botight) DC
sputtering chamber within clean room used to sputter material for picture in top left.

The substrate has a sputtered conductive metal back and is placed on a thin gold perform
(88% gold 12%germanium) on which all components are placed on the ceramic package. The
protective casing with a top adorns the CNT sample. The assembled package is placed in a
heated vacuum (such as the SST) at 300°C with a pressL@ewbrr. Pressure is applied toe
protective casing to ensure a bond is made between the ceramic package and the CNT substrate
with a gold perform. Then gold conductive thin wire creates a contact between the gold preform
(located at the bottom of the device within the ceramic pagkadbe outside area out of the
vacuum. This will act as the anode area. Once the substrate with MWCNTSs are confirmed to be
bonded to the ceramic package then the top lid is vacuum sealed with solder to the ceramic

package in an atmosphereldf ° torr. The chamber was backfilled with nitrogen gag@t®
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torr. A mixture with a small concentration of hydrocarbons will provide the best performance to
the device. The schematics of the device is shown in Figure 3.5. The device in figure 3,5 is the
final vacuum tube CNT diode package. The thickness of the silicon wafer is predefined based on
the distance of the vacuum gap of the anode cathode. Boding and flexing of the lid due to outside
air compression on the inner vacuum. This boding can sometimes be asgdatv tenths of a

millimeter in scale.

Gold-nickel plated Kovar lid: anode

Atmosphere

Vacuum ~0.17mm

Pad connected to
silicon/CNTs: cathode

Figure 3.5(top) Structure of the diode. Numbered with the parts for identification. (1) metallic
lid. (2) ceramic package. (3) multialled carbon nanotubes in a shape. (4) substrate. (5) thin
gold metalperforms. (6) ceramic package. (7) metallic lid. (8) metal solder used to create a
sealed vacuum. (bottom) Another draft of the CNT vacuum package is displayed with
measurements
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3.3 Fowler Nordheim Theory and Vacuum Tube Basics; Overview

Field emissions the process of pulling electrons from the surface of a conductor into free
space with a strong electric field. The electric field between the plates of an ordinary capacitor
will not usually suffice, but ibne of the capacitor plates is replaced witieedleshaped
conductor whose tip points towards the othlete (hereafter called the anode), the electric

charge at the needletip will be much stronger than in the papédlel case.

Figure 3.6 Shows the electric field and charge around an étetgir. [22]

If the field is strong enough, it will pull electrongrom the needle onto the anode.

Millikan and Lauritsen [23found empiricallythat the resulting current was proportional to

"3gQ %Where Hs theelectric field strength in the gamd ais a constant that depends on the
materal typeand thegeometry. Fowler and Nordheim [2dérived the formula rigorgsly and
determined the form of the constant¥e proceed with a simplifiegersion of the Fowler
Nordheim derivation. An electramith energy E will have a quantum mechanical wavefunction

that satisfies the timmdependent Schrodinger equation

33



2 \ ’ \ N —_ \
= wW+tww w=0
4 ()
where V(x) is the electric potential at position x. If V(x) is constant, then the electron is a free

particlewith energy E and it will have a wavefunction of the form

(x) = CQ ™ yjth Q= 2mEV)

If V(x) is not constant but at least varies slowly with x, then the solution will

have a similar form but with kx replaced by

® 26 (0 @) .
.0 . dw

which reduces to kx in the case that V is a constant function. This is the cel&deatezei

Kramer$ Brillouin, (WKB) approximation [25]. Then if x=0 represents the tip of the needle and
x=L is distance to the surface of the anode, then the ratio ofdbalglity densitie$w(L)?| and
|w(0)| ?represents the likelihood that an electron at x=0 will successfully jump across the gap.

Some algebra gives that this ratio as

0

exp( -, 20(we O

<IN

This leaves the question of what potential to use for \&xjce the needle is a conductor we can
apply the free electron model to its interior. That is, all the energy levels in the needle's valence
band are filled, the energy levels in the conduction band are mostly empty, and the energy E of a
typical conducton electron will be the potential energy V(x) of the bottom of the conduction
band[22]. Thus V(x)=E for negative x inside the needle. At x=0, the boundary between the
needle's surface and the gap, the pafwhioht i al
depends on the material and is responsible for holding electrons inside conductors. Between x=0

and x=L, the potential decreases linearly with a slope equal to the electric field. Locations with

x>L are inside the anode and do not affect oumgirale Thus V(X)E = =Fexewhere F is the
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electric field strength and e is the electron's charge [22]. Integrating the square root of this from O

g n3/2
toL gives23'/'—;‘2 % plus a negligible term. Substituting this result into the probability ratio puts
the dances that an electron will tunnel at:

Probability= expi 2 [26]
The resulting probability is proportional to the empirically measured current because our
derivation made three incorrect simplifications. First, we supposed that only thermmaogttic
electrons in the needle will jump to the anode, and so we treated E as a constant which was equal
to the bottom of the needle's conduction band. But a strong field will excite-émeegy
electrons as well, and a proper derivation will integater all the electron energies which are
present in the metal; this correction puts the missmgoefficient at the front of our expression.
Our second error was neglecting the Schottky image effect [27]. When an electron is outside the
surface of a&onductor, it repels the electrons in the conductor and so leaves a positive "mirror

image' of itself on the conductor's surface nearest the electron. When the electron is a distance x

from the conductor its positive image attracts it with the force aféipe (but otherwise

identical) electron at a distance of 2x. This effect reduces the potenﬁéﬁbgso that
-0

(J’Qj,':‘li'gﬁm W O=n eFx

TN The corrected potential is shown in the following image.
-0

T [
P,
o

Figure 3.7 Diagram of thenteractions between metal vacuum and sorrounding area.[24]
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This givesa triangle potential and a rounded poteniitle WKB approximation for this
corrected poterdl was computed analytically by Burgess [28H the complete formulatso
complex to reroduce herewith these two modifications, the FowlBliordheim derivatia

matches experiments to within-28% over a wide range of voltages.

b
ﬁ

m»-c
|

5 ®
[T ek}

R

Iog, ! (Lin omperes )

3
i 8 T O

7

i
T

_ 1 1 1 1
e 3 B

.. sui lon anmbdet

Figure 3.8 Experimental and theoretical currerdltage relations in field emission, from Dyke
and Dolan [29] Curve ACE represents the theoretical Foviderdheim curve with image
corrections in the exponent only. Experimental points: (hollow triangle), (hollow circle): DC;
(filled circle), pulses. The deviation from the theoretical curve in the region CE te dpace
charge effects.

3.4 Fowler Nordheim Theory and Vacuum Tube Application
Carbon nanotubes field emission current from metallic surfaces is determined by the

Fowler Nordheim equation.
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The variables in the above equations are 1 dimensional vectors and constants. Variables are

defined by the following: J is the current densityh?, | is the emission current , V is the

voltage, « (sometimes referred to as W and cannot be varied significantly) is the work function

and is used as a constant at 4.7 eV, E is the
enhancement factor. Met al 6s t yrgsholdéeldiswor k f unc
typically aroundl0* & &, which is high. [ 30] The | arger t
concentration and therefore the lower the effective threshold voltage for emission. [30]

(Di amond has a very iptheabovebequatmis is difficulSanod raquirasg f or
an iterative process. A solved solution required a NexsRalphson process. The solved equation

(minus derivations looks like the following)

1 0 ., _ 6nd2 Ty
Q=zIn — , Y—f,T‘Hl—m

2 nJ 20
From the data collected by the field emissions in a controlled vacuum chamber (seen in figure

4.2) we get the following sample graphs.
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Field (V/micro-meter) Current Density(A/cm*2) 1/Voltage In{J/v/2)

5.68 0.0038 176013 18.55

5.299 0.0037 188695  18.69 FN curve

5.228 0.0033 191248 18.62 ~ 20

5.09 0.003 196215 18.58 g e,

5.02 0.0026 199006  18.48 ; 15 ﬁ““%w

4.89 0.0024 204498 18.43 E HM

4.78 0.002 208998  18.33 =10 N

4.64 0.0018 215362 18.25 é g A

4.51 0.00153 221712 18.13 :;

4.311 0.00133 231930 18.09 5< 0

4.13 0.00109 241671 17.97 = 0 100000 200000 300000 400000 500000 600000 700000 800000

3.97 0.000855 251806 17.8 1/Voltage

3.78 0.000637 264204 17.61

3.57 0.0004483 279605 17.37 . & %

3.34 0.0002885 298968  17.06 = Field Emission

3.08 0.000168 324473 16.69 TE 1

2.78 9.096-05 358972  16.27 < o1 1 5 5 3 2 §

2.54 3.64E-05 393260 15.54 ‘3 0.01

2.44 2.026-05 408436  15.03 S oo M'WW'H

2.34 1.08E-05 425767 14.48 EDDODI a/ﬁ,e’ %

2.24 9.54E-06 445929 14.45 3 00001 i

2.13 5.64E-06 467633 14.02 &

2.03 2.23E-06 491615 13.19 0.000001 fJJ

192 147607 518830  12.89 000007 |

1.82 5.126-07 545140 11.54 . Applied voltage V/micrometer

1.71 1.60E-07 583376 11

1.6 1.08E-07 622254 10.63

1.49 4.91E-07 666683 9.99

1.39 2.68E-08 717949 7.23
Figure 3.9 (data to the left) Raw data gathered from amps, volts, the gap distance referenced in
figure 3.5, and anode a@ives us the electric field, current density. (graph on the bottom) Field
emi ssion portrayed in a different manner/. Tur
on the top) FN plot with a knee region (current pulse) [32] is seen at the secdast fmoint.

Corresponding to figure 3.7, lowering the field emission threshold will increase the emitting
current. Field emission current is mostly controlled by the external field. Electrons in solid
material are confined by a potential energy barfibe potential energy of a planer cold cathode

with micro roughness can be written as the following equation.

?

U(X) = [ o+ Op+ %d[31]

The following variables are defined: U is the potential energy, X is the gap distance from anode

tocathodegi s t he potenti al barrier for the electro
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is a geometrical effect of microroughness on the electric field, crystal structure, conductivity,
work function and nanostructure density. [31]

Doping can alsamprove the performance of CNTs by reducing the work function.
Lowering the electron barrier is beneficial to the field emissions. The relationship between the

electron concentration and the Fermi Level can be written as the following equation.

n =203 2exp[(0p Q) QY [31]
The value n is the electron concentration, m* is the effective mass of an electron, k is the
Boltsmannds constant, h is Planskods @ienstant

the Fermi energy level ar@ is the energy at the conduction band. Negative electron affinity

can be very advantageous for electron emissions. [31]
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Chapter 4
CNT Diode Testing
4.1 Field Emissions Testing
During fabrication of the CNT diode field emission testing of CNilgacuum is
performed. First test area is on a sample of CNTs with substrate. The | vs V curve is compared
and samples of a batch of CNTs are picked to create a diode package. In a batch of CNTs the
yield is around @8 shapes with dense black MWCNTSs. Tiext sample is used with a bonded
ceramic package, gold lead and anodes and cathodes. If the sample is still shows good field

emi ssions (turn on voltage around 400V/ g€ m)

—.940 50Q. — -

|'-.Dl5i-ﬂl31

—.850 Sﬂq .DUEM_UUDS-—“—
PREFDRH—/\UD

Z .020%,005 RAD
030x.005 RAD

Figure 4.1(top) a prototype diode setup for field emission testing with pictures of top and

bottom sides. (bottom).Dimensions in cm of the ceramic tile used in the final vacuum tube| diode.

Dielectric tape with thickness of 280m s epar ates the CNTs fragm
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A sample of the substrate with MWCNTSs are placed on a conductive sheet and put into
the vacuum chamber. The vacuum chamber has a high voltage feedthrough on the bottom that is
connected to the programmable high voltage( up to 1500VDC) power suppihefiagh
voltage feedthrough that is positioned opposite to the previous one serves as lead to the anode
and takes the current readings. The voltage and current data is collected by a GPIB interface and
automatically plotted on a Matlab GUI from raw daténgps [33]. The automation has variable
parameters for the amount of voltage starting and stopping, the rates of voltage increase and time
between measuring sample data. The automation looks for a voltage stability, collects voltage
and current ratings arghrses them into 2 columns. These columns collect both charging
currents and voltages and discharging currents and voltages. The discharge field emission is
expected to show a slower moving slope and curve of the graph that was created during the
chargingstage [34]. These columns are analyzed in Microsoft excel and plotted for incoming
current density and the applied field. This field emission data was able to verify that the data for

a fully formed diode rectifies for reversed biased conditions.

Diode #3 I-V Characteristics

111111
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| g“‘

6.00E-08
4.00E-08 I
2.00E-08
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Current (A)

-300

i Valtage (v)

Figure 4.2 (left) Field emission vacuum chambamp meter, voltage source, GPIB
communication signal with MATLAB GUI interfaceright) Field Emission from a fully
packaged CNT vacuum tube.
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During the fabrication of the substrate phase of this experithef@NTs have varied
times of exposure to annealing, DC sputtering and CVD processing. Per the appendix picture
section of this thesis there were some DC sputtering durations that did not produce CNTs. The
amount of iron sputtered onto the silicon sultetr@as either too thin or thick to produce CNTSs.
Profilometer measurements are calculated to be in the micrometer range for DC sputtering. As a
general rule for testing each minute of the parameters; 100W DC power, about a 1.5 foot target
to substrate dianhce, iron target, gas proportion, and vacuum condition, increased the iron height
0.2-2 micrometers. This variation depended a great deal on the state of the iron target, how much
had been depleted from previous sputtering. The target depletion stateiatsded with the
data in Table 2.4 for voltage and current values used to get 100W. After annealing in a covered
open air environment there were some oxidation present (rust). After annealing, the height of the
iron on the silicon wafer grew. In the S8%re was no evidence of oxidation after annealing,
thus the iron on the silicon grew less. Cleaning silicon with bonded iron with methanol or
acetone after annealing (but before CVD process) did not increase or decrease the yield of CNTs.
CVD duration ato had a testing procedure to determine the best recommended practice. In
general, CVD duration is successful from2%minutes. Durations of CVD exposure before
15minutes and after 25 minutes did not produce good yields of CNTs. After testing many
variaions the best recipe for growing CNTs was at 5 minutes sputtering, 8 hours of annealing in
the SST vacuurtiO ° torr at 300°C and 25 minutes of CVD with argon and acetylene at 22ccm

and 75 ccm respectively.
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Figure 4.3 (Top Left) Wafers with 4, 5, and 6 houramnealing at 315°C in a vacuum provided
in a SST machine. (Top Right) Profile reading of tHe&r annealed samplENTSs grew to
2um. (Bottom Left) 25um heightof CNTs at 6 hour annealing3¢ttom Right) 15um height of
CNTs after annealing for Hours.
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Figure 4.4 All graphs have separated with colors initial charge and discharge colored red and
blue respectively (Top Left) Field Emission from 4 hours of annealing, turn on voltage is around
2.5V} & 2. (Top Right) Field Emission from 6 hours of annealing, turratage is around
2.0V/ & 2. (Bottom) Field Emission from 8 hours of annealing, turn on voltage is around
1.5V} & 2. Annealing aB15°Cin SST chamber

4.2 CNT Diode; RFID Tag Testing
The fundamental design of the RFID tag is an RLC cirf8f] In aseries RLC circuit
the current through each el ement is the same

law, the voltage/,, must be equal to the instantaneous sum of the voltages across each of the
elements (i.e. capacitor, inductor and resistor). The phase of the current relative to the applied

voltage is given by = arctaMS

R . If k> (@/wnC), the current leads the applied
g -

44



voltage byg. Inthe case of parallel combinationlodndC, theimpedance isZ = %
and the phase of the output voltage relative to the input voltage changes by t§fisass
throughw, (resonancg. In a parallel circuit, resonance occurs when the impedance approaches

infinity and the current goes toward zero and the voltage converges to a maximum. This is the
opposite in the RLC series circuit; voltage is at minimaorrent is at a minimurma a phase at

zero (see Figure 4.5 The resonant frequency equation that satisfies both parallel and series is

given by: w, =

gl
5

90°4 f QOLJ
J(Do o (L):, o
=0 -90°} f

Figure 4.5 Sketch of phase parameters and resonant points for series (left) and paralle] (right)
RLC circuits showing the resonance point for current (top) and phase (bottom) parameter

UJ

This paper pays attention to the parallel RLC circuits because of their ability to tune to a specific
frequency by contrast series RLC circuits attenuate narrow bands around the resonant point.

Depending on the circuit parameters, an RLC circuit is save mverdamped if(a2 > u,?),
critically damped if 52 = ,*), and under damped ik¢ < ), wherea :ch [36]. In terms of

the circuit under test in our experiments, the underdamped exampheweilamined.
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Figure 4.6shows the test setup for determining the operatindcaaneters of both a pn
junctiondiode and the CNT diode as an-Bénsor. A 250MHz pulse generator is connected to a
transmit antenna as well as an oscilloscope. The bicamtahnas, from ETS Lindgren, have a
wideband frequency range of 20MHB00MHz and high input power capability of 3kW. These
antennas are used as a transceiver and receiyv
coil whi ch r e audentsigrale Onkerthe Bignal & tadnshed, the amplitude,
frequency, and FFT of the signal are recorded by the oscilloscope. The signal has a maximum
frequency of 200MHz, and a peak current of 500A. The RFID tag is placed in range of the
transmitting atenna and its resonance is picked up by the receiving antenna. The receiving
antenna has the signal from both the transmitting aatand the RFID tag (see Figure)4.6

First a general purpose fumction diode is used to qualify the system parametérsn T
the same tedted setup, including components listed above, is used when testing our CNTs
diode. One exception is that the CNTs diode is placed in a vacuum chamber and a curve tracer is
used to record the diode performance. For that a bell jar vaciamber which is capable of
maintaining pressures lower tha@ 3 torr is used. This is because, the Gélldde operates
based of field emission electrons as a function of applied voltage. The CNT diode turned on
with a high power pulse generator coneelcto the biconical antennas. The curve tracer is used
to add any additional voltage to get an operational state and meastwe-tunitages of the

CNT sample.
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Figure 4.6 Schematic of the Test setup for both the general purpegeption solid stateliode
and CNTs diode were tested for their turn on as a passive or active RFID tag.

There are two areas of manual testing performed to qualify thbddstOne if to find

the best RFID tag for use in CNTs measurements. For that, six RFID tagsreatseal from

22awg wire with polymer insulatioifhe manufacturing of RFID tags will help determine the

overall frequency of the tag [3Mictures of the twofdhe tags are shown in Figure 4. These

tags have unigue characteristics concerting lengtheofoil and number of loops. Each tag has

the same initial capacitance of 0.192 microfarads, constructed from 5 equal capacitors in parallel

and a diode in parallel.

Figure 4.7 Two of the RFID tags tested for performance based on the 90° of bandWhe
antennads sizes are; 120cm, 84cm, 380cm,
one chosen to have the best performing and used in testing the CNT diode.
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In order to choose the best RFID tag, each tag is characterized psHjgnation solid
state diode. Particularly interesting in near field communications involving RFID tags are
opportunites to find potential dead zones [3&].dead zone is a place where a communication
signal should be strong but found to have littgnal. A coordinate system of 25 points (5 x 5
grid) and 90° of aperture was marked on the ground. Each point was measured 1 meter
increments. The transmit antenna was at the bottom corner of the coordinate system labeled
(0,0). It had a constant trangtimg voltage of 8 volts and 25MHz. The RFID tag under test has
its voltage measured with the Pearson coil. All tags had a measured capacitance of 0.192
microfarads (value measured at 1kHz) in series with tHermtion solid state diode. It is
concludel that all tags were operational and that had a VSWR that decreased in proportion to
(1/R?). Once the data is recorded, a plot of each RFID tags is generated using a MATLAB code.

Figure 48 shows the plots of best and worst performing tags.
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Figure 4.8 MATLAB plots of the 90° of recorded data for the potential field for the best
(bottom) and worst (top) performing RFID tag. Top plot is the weakest tag and at the transmit
antenna has a voltage of 10mV. Bottom plot shows the strongest tag at 60mYfaiginet
antenna.

The testbed is characterized in passive and active mode. The RFID tags are used with
the general purpose pn junction solid state dfode Figure 4.9%hows the oscilloscope plot of
transmit and receive antennas as well as the current reading from the Pearson coil. The transmit
antenna generates an 8V signal with 25MHz on channel 1. On channel 2 the current detected by
Pearson coil is displayed, showiag underdamped characteristic. On channel 4 is the signal
from the receive antenna, which also has wunde

FFT of the Pearson coil signal [39%rom Figure4.9, one can see the harmonics at 25MHz
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intervals and aesonance frequency at 25MHz.
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Figure 4.9 The pnjunction diode tesbed oscilloscope screenshot

If we use the diode equatidn, =1, exp{/, /V;) and by substituting a frequency

dependent voltag&/p(f) in this equation, we can express the equation using Taylor expansion.
Then the harmonics and the resonant frequency of the RFID tag can be determined [40]. In this
study we have determined the harmomat&85MHz intervals and a resonance frequency at

25MHz, as shown in Figure 4.9.

I n order to test the CNT diode,-dade Af i rst m
ceramic plate with the dimensions of 106 x 30
di ode assembl y. F o away fitora theecernees iarel lonigmietéllic scewsCare 2 5 0
used to hold the plates together. Copper (Cu) sheets are located on either side of the ceramic
blocks and the CNT diode is placed between the ceramic plates. The Cu sheets are extended over
the side of gher ceramic plates and had enough area to make contact with the diode. CNT
sample is placed on the bottom ceramic plate on the Cu sheet facing toward the top plate. The
140‘ mthick glass spacer is used either side of the samples to determine theedistamthe

field emission tests. The anode is placed over the CNTs and making contact with the glass
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spacer. And image of the CNTs sample used in constructing the diode andlédeodising are
shown in Figure 4.10 The fabrication details of the N sanples are presented elsewhere

[41].

Figure 4.10lmage on left is the SEM image of a CNTSs film grown in CVD chamber after 5
micrometer thick Fe catalyst layer is sputtered. Image on right is the ceramic pfagesing
the CNT-diode sample.

Currentvoltage (V) characteristic of the CNT diode is recorded with a Tektronix type
177 curve tracer as shown in Figure 4.11. The IV curve shows a cathode to anode current and an
anode to cathode voltage. The figure relates the voltage and currattrappoint. The straight
line is called the load line and the intersection of the load line aneMluharacteristics gives

the operating point of the diode.
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Figure 4.11Current versus voltage curve with labeled parameters.

Figure 4.11shows thescreen capture of the CNiode performance under pulsed RF
field. The frequency of the electrical pulse that is fed into the antenna is 91 MHz. Transmit
antenna has 5 volts and receive antenna encounters about 10% of its initial amplitude of 5 V.
Underthese conditions the RF tag is resonation. The diode signal is pinged when the signal
generator transmits. rém the traces shown in Figure 4.%de conclude that the CNdiode is
acting as an RFID with under damped current characteristics.

4.3 CNT SEMImaging Analysis

This thesidntroduced the ideas of wafer cleaning, masking, lithography, etching,
developing, DC sputtering, annealing, CVD process (CNTs are formed during this stage), and
diode fabrication in a ceramic package. Between these statesvere performed to validate
results. Two types of validations were examined in this thesis. The first type of validation was
how clean the wafers were in repeated methanol and acetone baths with movement. The
elimination of more photoresist on the saegphad a better tendency to increase field

emissions.The second type of validation was how long, how dense, and visual defects in CNTs
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after the CVD process. A Scanning Electron Micrscope (SEM) was used to examine these
processes and help validate conauasi A JEOL or ZEISS SEM with the ability to analyze the

light spectrum of the composition of the material and at least the ability to magnify normal

definition 100,000 timesThe SEM was able to verify the iron DC sputtering was 99.999% pure

iron [33] andan overall composition of carbon and iron. This information also helps us verify

metallic nanotubes.

EHT =20.00 kV Signal A = SE1 Date :10 Oct 2014
WD = 30.0 mm Photo No. = 7545 Time :14:56:57

Auburn | X1,000 10um WD 9.9mm

>

B a2 o . 7 4 3 . Mag= 1000KX  EHT = 20.00 kv Signal A=SE1 . Date 17 Jul 2014
s2um oy 3723 s . WD= 5.0mm Photo No. = 6378 Time :14:18:21
052um [ D:4.484 . /ﬁ 5 ! b,

B X3 286um | Y3 = S
Auburn SEI 20.0kV X20,000 1um WD 9.9mm

um 8

Figure 4.12 (Top Left) The circular shaped iron sputtered pattern after removing photoresist.

(Top and Bottom Right) Side lips of the CNT shapeeh with different magnifications. (Bottom

Left) A measurement of a spiral CNT. The length and height are measured with the SEM.|Length

is measured to be approximately 4. 4egm on
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PR s . .,«& Bl Mag = 30.00KX  EHT = 20.00 kv Signal A=SE1 Date 117 Jul 2014
c - g’ 4 % > WD = 4.5mm Photo No. = 6383 Time :14:29:33
- B 4
NPT .f‘ s 2 P v s - 6L

Auburn SEI 20.0kVY X20,000 Tum WD 9.6mm

Mag = 10.00 KX  EHT =20.00 kv Signal A = SE1 Date :10 Oct 2014 )
WD = 4.0mm Photo No.=7547  Time :15:18:53 \

Auburn SEI éU.OkV X10,000 1um WD 10.0mm

Figure 4.13(Top) Nodules in the matrix of CNTs that are caused by impurities. (Bottom Left) A
very sparse area of CNTs in a patterned sample. (Bottom right) Photoresist on an iron DC
sputtered sample.

Impurities from carbon nanotubes can cause destructive unwanted characteristics or
desirable characteristics tailored to particular functions [41]. An example are peapod carbon
nanotubes [4] where fullerene balls are enclosed within the Carbon nanottbksas also
identify structural destruction in the formation of CNTs. Sometimes the carbon nanotube will fail

to bond to neighboring carbon atoms causing a tear in the tube [4].
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Chagper 5
Results and Conclusions
A MWCNT vacuum diode was creatadthis thesis. A substrate was prepared, DC
sputtered with iron, annealed and applied acetylene during CVD process at certain parameters of
gas proportions, with transport gasses, pressures, vacuum, temperatures and distances. The
patterned shape of CNTas chemically bonded to a ceramic package. Gold leads were attached
to an anode and cathode and a vacuum in a nitrogen rich atmosphere encapsulated the CNTSs.
The diodebés application was tested as a RFI D
15V/* & 2 whichis lower than previous research studies. Field emissions and SEM images were
examined on 42 samples as seen in the appendix of this thesis. A portion of the SEM images and
data is shown in the appendix. The diode was integrated with wiesatig resistance,
capacitance and inductance values at UHF frequencies. The passive, near field, RFID tag saw
noise but had a clear resonance frequency of 300MHz by FFT measurement from an
oscilloscope. In figure 42, another CNT diode thesis was prepaeedlass substrate with

roughly the same turn on voltage.
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Fig. 4.29 The image of a fully packaged lateral carbon nanotubes field

emission diode
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Figure 5.1(top) a lateral carbon nanotube vacuum diodglass. (bottom) field emission
characteristics of vacuum diode. [42]
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Sample CNT Result Report:

Appendix

Date of
Sputtering  |Sputtering Conditions [CVD Conditions |Pattern |Other StepgOther Observations
seconds |'watts Volts Amps . —5
o a0 3|8 0.07|20 minutes 8 hours ambient 3 = 107 tory
Sept. 24 |, 2014 : z :i 2113? 700°C Argon & el Annealing |Argon sputtering at
8 minutes FE 20 10 aoo o.21|Acetylene ST ot 3007 Tmili-torr
20 minutes ambient 3 = 107 tory
Sept. 24 , 2014 T00°C Argon & Argon sputtering at
8minutes FE  |Same sample as above [Acetylene circular | Ng 7mili-torr
seconds watts Volts Amps . —5
0 40 =248 D.0B120 minutes B hours ambient 4 =107 tory
Oct.1 2014 i $ :;: E'E TO0°C Argon & Annealing |Argon sputtering at
5 minutes Fe 0 10 410 o2 |Acetylene circular |t 300°C | 7mili-torr
seconds watts Volts Amps . &
0 40 33 0.8 |30 minutes ambient 3 = 107" tory
30 B0 338 014 .
Oct. 3 , 2014 g0 B0 35 o.ao|700°C Argon & Argon sputtering at
3 minutes Fe 200 100 377 0.23 | Acetylene circular  |yg 7mili-torr
seconds watts Volts Ammps . —&
o a0 aco 0.0820 minutas ambient 3 = 107" tory
Oct4 | 2014 ;E :E :; Ejlf, 700°C Argon & | Argon sputtering at
2 minutes Fe 0 1o a1z o.z1|Acetylene circular Mo Tmili-torr
seconds watts Volts Amps , —6
5 @ s 00s|CVD process ambient 3 = 107" tory
Oct. 5 , 2014 :_E g :;‘; Ejli after July 10th, Argon sputtering at
2 minutes Fe s0 10 apa o=z|2014 circular | yg Tmili-torr
seconds watts Wolts Armps . -5
5  ao s3a0 o0.08|20 minutes ambient 3 = 107° Lory
Oct. 9 , 2014 ;g :g :: 3'113? 700°C Argon & Argon sputtering at
3 minutes Fe so 10 397 o.2z|Acetylene circular | ng Tmili-torr
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Sept. 24" without annealing:

Photo No. = 6369 Time :13:43:2 WD = 7.0mm Photo No.= 6370  Time :13:45:26

|

Mag= 5.00KX EHDT- 20.00 kV Signal A = SE1 Date :17 JuIZgM 1 pm Mag = 10.00 KX EHT = 2000 kV Signal A = SE1 Date 117 Jul 2014 =
Wi [

2 pm Mag = 20.00 K X . Signal A =SE1 Date :17 Jul 2014 Mag= 3000KX EHT =20.00 kv Signal A = SE1 Date :17 Jul 2314

—A | Photo No.= 8367  Time :13:32:29 —A WD = 7.0mm Photo No. = 6368  Time :13:38:1

Sept. 24" with annealing:

WD = 50mm Photo No. = 6377 Time :14:1

i ] A Time :14:18:21

Mag= 500KX  EHT = 20.00 kv Signal A = SE1 Date :1TJ|3I 5214 ﬁ ) 10. ign . Date :17 Jul 2014
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Signal A= SE1 Date 17 Jul 2014 |
Photo No. = 6379 Time :14:20:52 ZEIS.

Mag= 500KX EHT = 20.00 kv

WD = 5.0 mm

Mag= 10.00KX

EHT = 20.00 kv
WD = 5.0 mm

Signal A = SE1
Photo No. = 8375

Date :17 Jul 2014
Time :14:05:14

EHT = 20.00 kV
WD = 5.0mm

Signal A = SE1 Date :17 Jul 2014
Photo No. = 6376  Time :14.07:17
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Oct. 3¢

Mag= 500KX  EHT =20.00 kv Signal A = SE1 Date :17 Jul 2014 Mag= 1000KX  EHT = 20.00 kv Signal A = SE1 Date 17 Jul 2014 ]
WD = 5.0mm Photo No.= 6371  Time :13:50:25 WD = 5.0 mm Photo No. = 6372 Time 113:53:57

um Mag= 30.00KX EHT = 20.00 kV' Signal A= SE1 Date :17 Jul 2014
— WD = 5.0 mm Photo No. = 6373 Time :13:59:20

Oct 4™

Signal A = SE1 Date :17 Jul 2014 Mag= 1000 KX  EHT = 20.00 kV Signal A = SE1 Date :17 Jul 2014
Photo No. = 6380  Time :14:23.09 H WD = 45mm Photo No. = 6381 Time :14:25:50
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EHT =20.00 kv Signal A = SE1 Date :17 Jul 2014
WD = 45mm Photo No. = 6382 Time :14.:28:02

Sept. 24 without annealing:
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